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WATER CARE: SPA FROG @EASE 
SPA MODEL_____________________GALLONS______________ 

STARTUP:        
1. Fill your hot tub through the filter bucket and turn on the power.
2. Test and adjust your water. Starting with alkalinity, Ph, and lastly calcium hardness.
3. With the jets running, add one packet of Jump Start to the filter bucket Continue to run the jets for 10 minutes.
4. Install the cartridges. 

Set the @Ease mineral cartridge to #6        
Set the @Ease SmartChlor cartridge to a #1 or #2 for Tropic Seas Spas and #3 or #4 for all other spa lines. 

*Note: It will maintain a low chlorine level in the water. If SmartChlor is a lighter shade of green on the test strip, increase the 
SmartChlor cartridge to a higher number to allow the cartridge to dispense more until it is the same shade of green or darker. 

OPTIONAL: At this time, you can add Silk Balance or Soft Skin to the filter bucket.

WEEKLY: 
1. Test alkalinity, Ph, then calcium levels using test strips. Adjust as needed.
2. Check and adjust the SmartChlor level according to top of the test strip. *If SmartChlor is a lighter shade of green on the test 
strip, increase the SmartChlor cartridge to a higher number to allow the cartridge to dispense more until it is the same shade of
green or darker.
3. Add Silk Balance or Soft Skin *optional*

THE SMARTCHLOR CARTRIDGE SHOULD LAST 3-4 WEEKS WITH AVERAGE USE
MONTHLY:         
1. Rinse your filter/s.
2. Shock the tub using 4 tablespoons of oxidizer. 
*This can also be done if the water is cloudy.

EVERY 4 MONTHS: 
1. Drain and refill your spa. 
2. With the jets running, add 3 Tablespoons of Granular Chlorine until it shows the same shade of green or slightly darker on
your test strip. 
3. REPLACE @EASE MINERAL CARTRIDGE
4. Clean filters with a filter cleaning solution.

OTHER TIPS: 
-When putting chemicals into your spa ALWAYS run the jets with the cover OPEN for 20 minutes.
-Purge your spa ANNUALLY using Clean Start
-If you have well water, fill with a clean screen EVERY time.
-Change paper filters ANNUALLY and ceramic filters every 3-5 years.

TO LOWER ALKALINITY, USE pH DECREASER 
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